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On-line ‘double conversion’ technology•	
Real Digital Signal Processor (DSP) controlled, IGBT technology•	
Wide input voltage range (140V-480V)•	
Input Power Factor Correction PFC  (>0,97)•	
Intelligent Battery Management System extends the life time of batteries •	
Transformerless Design•	
Small Dimensions•	
Artificial intelligence algorithms to improve reliability and technical performance•	
Manual Bypass•	
LCD display•	
RS 232 and relay interface•	
Management and monitoring software available for all operating systems and •	
SNMP support

Saver Plus DSP Series
Uninterruptible Power Systems
On-Line “Double Conversion” Technology
3 phase in 1 phase out 10 to 20 kVA

Communication
Relay Interface Board •	
Remote Monitoring Panel & 25m cable For Remote Panel •	
UPSMAN (Management Software)•	
Multiserver Shutdown Licence•	
External Adapter •	

	 SNMP Adapter Net Agent Mini DP 522
	 SNMP Adapter CS121BL

Other
Additional Charging Set ( 450W )•	
Isolation Transformer•	

Battery Cabinets
UPS looking battery cabinets

BC1720 (20 pcs 12V 18Ah)•	
BC2620 (20 pcs 12V 25Ah)•	
BC1232 (32 pcs 12V 12Ah)•	
V14; V15; V24; V33; V34 (different battery configuration available)•	

Eco Cabinets (different battery configurations available)
BC00;BC10;BC20;BC30; BC40; BC50; BC60•	

Accessories
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Saver Plus DSP Specifications


